
2.  Connect female end of suction hose to intake port of the pump.  Once 
connected make sure that the drain valve below intake port is closed. See Pic-4 

3.  On the starboard side of the pump open fuel valve located 
under fuel tank.  Lever pointing down is open.  Place the throttle 
knob to the “Start” position.  This is located on the side of the 
pump below fuel tank. See Pic-3 

4.  The decompression lever is located on the top of the pump.  
Before every start attempt press the lever down. See Pic-2 

5.  If manually starting place BOTH hands on the starter rope and give it a 
good HARD pull using BOTH arms.  Be aware that the motor has the 
potential to start running backwards.  If black smoke starts coming out of 
the air intake immediately put the throttle to STOP, turn off fuel and press 
decompression lever down. 

6.  If using electric start, turn pump power switch on.  It is located inside the 
port side rear battery compartment.  Press down decompression lever and 
then depress the electric start button until motor turns over.  Once started, 
adjust throttle to a smooth idling speed.  DO NOT RUN PUMP DRY FOR 
MORE THAN 1 -2 MINUTES. 

7.  To pull a draft, place the yellow handle air valve in 
the open position and the exhaust primer lever into the 
horizontal position.  Water will begin being drawn up 
the suction hose.  See Pic-4 & Pic-5 

8.  Once water starts coming out of pipe below 
exhaust lever immediately close the yellow air valve 
and place the exhaust primer lever back to the 
vertical position.  Open discharge valve to ensure 
water is flowing correctly.  Monitor gauge and adjust 
throttle to obtain desired operating pressure. Gauge 
is located to right of discharge ports. 

9.  While operating monitor the pump and pressure gauge.  Do not overload 
the pump.  If black smoke starts coming from exhaust, reduce throttle 
immediately.  

10.  It is recommended to use at least a 20’ length of 1 ¾ attack line off of 
the discharge.  This is to eliminate kinking in the line and to obtain the 
maximum reach of the water stream. 
 

SEE REVERSE FOR SHUT DOWN PROCEDURES 

1.  To begin, take the strainer end of the hard suction and place it in the 
water.  Slide the suction holder into the bracket located on the rear port side 
of the dive platform.  Do this before connecting suction to the pump. 
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Marine 1 – Operating Fire Pump 2008:04 
 

Outlined below is the standard procedure for starting, operating and shutting down the on board fire pump. The 
on-board pump is a Darley P-100 Diesel Fire Pump with a maximum output of approximately 300gpm at full 
throttle.  The fuel tank provides approximately 2.5 hours of operating time. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 

 
SHUTTING DOWN AND MAINTENANCE PROCEDURES 

 
 

1. Once completed with the operation, reduce engine speed to a slow idle.  Allow engine to 
idle for approximately two minutes before shutting off.   After allowing to idle, move 
throttle control lever to the STOP position.  If motor doesn’t stop, turn off the fuel and 
wait. 

 
2. Once motor is stopped, open drain valve, nozzles and discharge valves to allow water to 

drain out of pump and out of suction hose.   
 
3. Remove hard suctin hose.  Place garden hose adapter onto intake port and thoroughly 

flush the fire pump with fresh water.  Be sure that water flushes through all areas that salt 
water was running including the air valve hose up to the exhaust primer valve.  Also be 
sure to flush discharge valves, attack line and nozzle and hard suction hose before 
stowing equipment. 

 
4. Hose down pump body with fresh water and wipe down. 
 
5. Before leaving pump check oil and fuel level.  This should also be done at every weekly 

inspection and before starting the pump. 
 
 


